
MODEL: LS-810 “SHUNTING LIGHT”
5 WATT LED ALUMINIUM ALLOY RECHARGEABLE FLASHLIGHT WITH INTERCHANGEABLE  

POWER SOURCE OPTIONS

PHYSICAL AND MECHANICAL DATA

SIZE IN MILLIMETRES WEIGHT PACKAGING LIGHT SOURCE

    Head Width    : 42 mm 
    Body Width    : 28 mm 
    Length           : 157 mm

174 Gram 
(without battery)

Box
1x 5W White LED – 300 lumen 

6x Red LED – 12000 mcd 
6x Green LED – 10000 mcd

POWER SOURCE

1. Rechargeable 18650 Lithium-ion battery (3,7V – 2,200 mAh) (Minimum charge cycles: 700) OR; 
2. 3 x AAA Disposable batteries – batteries not included (Alkaline recommended)

ACCESSORIES INCLUDED (WITH RECHARGEABLE OPTION)
1x 18650 Lithium-ion 3,7V 2,200 

mAh battery Charge Control Cable 3 x AAA battery holder (disposable 
batteries not included)

OPTIONAL ACCESSORIES
DC 12V USB Car Adaptor Pouch USB Wall Adaptor



SPECIFICATIONS:  (with battery fully charged)

White LED Red LED Green LED
With 18650 battery (3.7V – 2200 mAh) With 18650 battery (3.7V – 2200 mAh) With 18650 battery (3.7V – 2200 mAh) 

100%, 25% and flashing : 24 hour 
burn time in 25%

100% and Flashing : 24 hour burn 
time in 100%

100% and Flashing : 24 hour burn time 
in 100%

With 3 x AAA Disposable batteries 
(Alkaline) 

With 3 x AAA Disposable batteries 
(Alkaline) 

With 3 x AAA Disposable batteries 
(Alkaline) 

100%, 25% and flashing : 6 hour burn 
time in 25%

100% and Flashing : 6 hour burn 
time in 100%

100% and Flashing : 6 hour burn time 
in 100%

FEATURES

• 3 rubber switches for three different color LEDS 

• Magnet in tail cap  

• White light – 3 mode settings 

• Red/Green Light - 2 mode settings  

• Super Strong Aluminium Alloy Body 

• New built in energy management system, results in longer battery life 

• Impact resistant:  Drop – 1,5m 

• Weather Resistant 

• Beam Distance: 150m (white light, pre-focused) 

• Beam Distance: 300m (red/green light)

APPLICATION

• This flashlight is ideal for signalling and works well for railway, shunting and vehicle management/control

OPERATING INSTRUCTIONS
White LED Red LED Green LED

• Press white button once : 100% 
brightness 

• Press white button again :25% brightness 
• Press white button again : Flashing 
• Press white button again : Off

• Press red button once : 100% 
brightness 

• Press red button again : 
Flashing 

• Press red button again : Off

• Press green button once : 100% 
brightness 

• Press green button again : 
Flashing 

• Press green button again : Off



CHARGING INSTRUCTIONS  (WHEN USING CHARGE CONTROL, OR STANDARD CHARGE CABLE)

Very Important:  

- Input voltage into flashlight must never exceed 4.2V – (higher voltage will  damage batteries). 
 
- Charging ampere rating:  between 1 to 3 amp. 
 
- Always switch flashlight off during charging.  

• Remove rubber protection plug from hole on flashlight body to expose female socket. 

• Insert male plug of USB charge cable into female socket in flashlight. 

• Insert USB connector (plug) of charge cable into either AC Adaptor, DC Adaptor or computer USB port. 

• Charge time:  4 hours 

• LED charger indicator will show ORANGE / RED during charging. 

• LED charge indicator will turn GREEN when battery is fully charged. 

• When charging is complete remove male charger socket and replace rubber plug in female socket. 

• Over time, unused batteries will discharge and must be recharged before use. 

• Use batteries only for intended purpose. 

• Disconnect chargers from power sources when not in use. 

• Do not leave flashlight unattended while ON 

• CAUTION: Total discharge of battery (totally flat) is dangerous and will shorten battery life 

NOTE:  When the charge control cable is used, no damage will occur to the battery if it is left charging in the charger 
indefinitely (No overcharging will occur). 


